
HIGH PERFORMANCE 
SOLAR MODULES

rec Peak 
energy 
SERIES
REC Peak Energy Series modules are the 
perfect choice for building solar systems 
that combine long lasting product quality 
with reliable power output.  REC 
combines high quality design and 
manufacturing standards to produce 
high-performance solar modules with 
uncompromising quality.

Robust and 
duRable design

moRe poweR  
peR m2

optimized foR all 
sunlight conditions

eneRgy payback  
time of one yeaR
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REC PEak EnERgy SERIES

geneRal data

tempeRatuRe Ratings 

note! Specifications subject to change without notice.

electRical data @ stc Rec235pe Rec240pe Rec245pe Rec250pe Rec255pe Rec260pe

Nominal Power - PMPP (Wp) 235 240 245 250 255 260

Watt Class Sorting - (W) 0/+5 0/+5 0/+5 0/+5 0/+5 0/+5

Nominal Power Voltage - VMPP (V) 29.5 29.7 30.1 30.2 30.5 30.7

Nominal Power Current - IMPP (A) 8.06 8.17 8.23 8.30 8.42 8.50

Open Circuit Voltage - VOC (V) 36.6 36.8 37.1 37.4 37.6 37.8

Short Circuit Current - ISC (A) 8.66 8.75 8.80 8.86 8.95 9.01

Module Efficiency (%) 14.2 14.5 14.8 15.1 15.5 15.8

maXimum Ratings

ceRtification waRRanty

10 year product warranty
25 year linear power output warranty 
(max. degression in performance of 0.7% p.a.)

mechanical data

Dimensions: 1665 x 991 x 38 mm

Area: 1.65 m²

Weight: 18 kg

Nominal Operating Cell Temperature (NOCT)  45.7°C (±2°C)

Temperature Coefficient of PMPP -0.40 %/°C

Temperature Coefficient of VOC -0.27 %/°C

Temperature Coefficient of ISC 0.024 %/°C

REC is a leading global provider of solar electricity solutions.  With nearly two decades of expertise, we offer sustainable, high-performing 
products, services and investment opportunities for the solar and electronics industries.  Together with our partners, we create value by 
providing solutions that better meet the world's growing electricity needs.  Our 2,400 employees worldwide generated revenues of more 
than NOK 13 billion in 2011, approximately EUR 1.7 billion.  To see more of what REC can offer, visit www.recgroup.com.

Analysed data demonstrates that 99.7% of modules produced have current and voltage tolerance of ±3% from nominal values. 
Values at standard test conditions STC (airmass AM 1.5, irradiance 1000 W/m², cell temperature 25°C). 
At low irradiance of 200 W/m² (AM 1.5 and cell temperature 25°C) at least 97% of the STC module efficiency will be achieved.

Nominal cell operating temperature NOCT (800 W/m², AM 1.5, windspeed 1 m/s, ambient temperature 20°C).
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yEaR PRoduCt waRRanty

yEaR LInEaR PowER outPut 
waRRanty

Member of PV Cycle

Mounting holes

IEC 61215 & IEC 61730, IEC 62716 (ammonia resistance) & 
IEC 61701 (salt mist - severity level 6). 

Operational Temperature: -40 ... +80°C

Maximum System Voltage: 1000 V

Maximum Snow Load: 550 kg/m² (5400 Pa)

Maximum Wind Load: 244 kg/m² (2400 Pa)

Max Series Fuse Rating: 25 A

Max Reverse Current: 25 A

* Diagram indicates Hosiden junction box (Design 2), position and dimensions are the same for modules supplied with Huber & Suhner junction box (Design 1).

Cell Type: 60 REC PE multi-crystalline 
3 strings of 20 cells

Glass: 3.2 mm solar glass with anti-reflection 
surface treatment

Back Sheet: Double layer highly resistant polyester
Frame: Anodized aluminium (silver)
Junction Box Design 1:  Huber & Suhner: IP67 rated 

3 bypass diodes 
4 mm² solar cable, 0.9 m + 1.2 m 

Radox 4 mm², twist lock connectors
Junction Box Design 2:  Hosiden: IP67 rated 

4 bypass diodes 
4 mm² solar cable, 0.9 m + 1.2 m 

Hosiden 4 mm² connectors, MC4 connectable

electRical data @ noct Rec235pe Rec240pe Rec245pe Rec250pe Rec255pe Rec260pe

Nominal Power - PMPP (Wp) 179 183 187 189 193 197

Nominal Power Voltage - VMPP (V) 27.5 27.7 28.1 28.3 28.5 29.0

Nominal Power Current - IMPP (A) 6.51 6.58 6.64 6.68 6.77 6.81

Open Circuit Voltage - VOC (V) 34.2 34.4 34.7 35.0 35.3 35.7

Short Circuit Current - ISC (A) 6.96 7.03 7.08 7.12 7.21 7.24



High-performance solar panels from REC come standard 
with comprehensive industry-leading product and power 
output warranties.

ENERGY PAYBACK 
TIME OF ONE YEAR

OPTIMIZED ALSO FOR 
CLOUDY WEATHER

OUTPUT GUARANTEE

US PRODUCED 
SILICON

ROBUST AND 
DURABLE DESIGN

EASY TO
INSTALL

25 year linear 
power output  

warranty

All REC solar panels include a 25 year linear power output warranty. This 
ensures that your REC solar panel will perform exactly as you expect it to 
– every year for 25 years. In addition, the panels come with a product 
warranty for ten full years. Together, the warranties provide value-adding 
security you can depend on.

year  
product  

warranty

10

Real life 
Real SecuRity



25-year linear  
power output warranty
REC offers an industry-leading warranty for the performance 
of solar panels. This guarantees higher, linear power output 
performance over a 25 year period and the promise that each 
panel will deliver at least 97% effective output during the 
first year of operation. 

This represents an increase of 7% compared to the 
previously warranted 90% in the first year. The maximum 
degradation will be no more than 0.7% each year, reaching a 
guaranteed minimum performance level of 80.2% by the end 
of the 25th year.  

REC ensures the power output of solar panels through a 
positive sorting of watt classes. This means that REC solar 
panels will perform between the specified watt class and an 
additional 5 watts (W). A 260 W solar panel from REC, for 
example, would produce at least 260 W and a maximum of 
265 W.

10-year product  warranty
REC offers a full ten-year warranty on material and 
workmanship of all solar panels. REC focuses on quality not 
only in manufacturing, but also with warranties, to ensure that 
both add value. 

The REC manufacturing process and quality assurance 
mechanisms at REC’s state-of-the-art production facility in 
Singapore have been assessed in third party factory audits by 
two high-profile engineering firms, Mott MacDonald and 
Black & Veatch.

“REC‘s internal processes and quality requirements provide 
extra comfort on the long term behavior of REC solar panels.” 
Valencia Puccini, Renewable Energy Advisor, Mott MacDonald

Benefits of rec’s warranties: 
 
→  97% effective power output in the first year

→ Greater return on investment predictability

→ Increased investment security

→ Guaranteed high product quality

For additional information, see our warranty statement at 
www.recgroup.com

High power output, guaranteed
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rec linear power output warranty

High-performance solar panels from REC come standard with REC’s industry-leading warranties. 
The promise of linear power output combined with high product quality – as endorsed by credible 
third parties – provide greater ROI predictability and enable you to best plan your investment.

REC is a leading global provider of solar electricity solutions. With nearly two decades of expertise, we offer 
sustainable, high-performing products, services and investment opportunities for the solar and electronics industries. 
Together with our partners, we create value by providing solutions that better meet the world’s growing electricity 
needs. Our 2,300 employees worldwide generated revenues of more than NOK 7 billion in 2012, approximately EUR 1 
billion or USD 1.3 billion. www.recgroup.com


